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Features

CM35010 is a IR Bullet 5MP AHD Camera using latest high performance CMOS imaging technology.

Features:
 3 IR Array LED (IR distance 35 meters when IR on)
 White metal casing, separated dual-glasses
 Full metal housing for more durability
 Day & Night (Automatic from color to black)
 Low power consumption
 Long Life multi angle IR Array LED

Technical Parameter

Model CM35010

Image sensor ISP CMOS image sensor

Resolution 5.0 Mega Pixel AHD Camera

Total Pixels (H x V) 2560 X 1920 Pixel

Scanning System Progressive scan

S/N Ratio More than 50dB (AGG Off)

Min. Illumination 0.001 LUX
Sync System Synchronization

Electronic Shutter 1/25 sec - 1/50000sec, 1/30ssec - 1/60000sec

Video Output 4 in 1 ( AHD, TVI, CVI & CVBS )

Gain Control Auto

IR LED 3 pcs IR Array LED( 35 meter )

IR LED Activation Under 10 Lux

Power DC12 V (+-10%) , 500mA

Connector BNC

Operation Temp -10°C ~ +50°C RH95% MAX

Storage Temp -20°C ~ +60°C RH95% MAX

Housing Full metal weatherproof housing
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Lens 3.6mm Lens

Dimension 204.3 x 64.6 x 69.1mm
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